
Timeless Quality in Clay

Ref  501

Roof tiles

JACOB 20 INTERLOCKING
CLAY PLAIN TILE

Chevreuse Rouge Nuancé

Scallop feature 

option available
Matching Ste Foy 17 x 27 clay plain tiles
also available (to order)

❚ Unique variations in colours and

tones, which blend naturally to

create a warm, subtle mature

autumn blend appearance.

❚ A serious option for those areas 

where planning considerations 

are sensitive.

❚ Low cost, natural alternative 

to concrete plain tiles

and stone slates.

❚ Economical coverage of 20 

tiles per m2.

❚ Minimum pitch 22.5° in

sheltered/normal conditions.

Ref 300Ref 301

235m
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1) Half tile Ref 301.01 2) Cowl for pipe collar tile Ref 1000 3) Pipe collar tile Ref 301.31

4) Lantern Ref 1001 5) Left hand verge finishing half tile Ref 301.86 6) Left hand verge finishing

tile Ref 301.80 7-8) Left & right hand cloaked verges Ref 301.40 & 301.41 9) Angled ridge end

piece Ref 801 10) Half round end piece Ref 803 11) Angled ridge Ref 705 12) Interlocking ridge

330mm cover Ref 700 13) Angled hip foot Ref 859 14) Half round non interlocking ridge Ref

718 15) Large junction 3 & 4 way Ref 908 16) Small junction 3 & 4 way Ref 903 17) Junction

finial base 3 & 4 way Ref 934 18) Finial 450mm Ref 980 19) Pipe terminal 20) In line half round

vent Ref TV3-PT 21) In line ridge vent (UPVC) Ref TV3 22) In line tile vent (UPVC) Ref RV10.
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Batten gauge 250mm for economical installation

Roof tiles

INTERLOCKING CLAY PLAIN TILE

Ste Foy Jacob 20
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Quantity per pallet: 480 tiles

No. of tiles: 20 per m2 (Scallop 22.5 per m2)

Tile size: 320mm x 235mm  

Nominal gauge: 250mm (Scallop 220mm)

Linear cover: 200mm 

Headlap (min): 70mm ± 2.5mm

Unit weight: 2.2 kg  (Scallop 2.0kg)

Weight: 44kg per m2 (Scallop 45kg per m2)

Minimum roof pitch:
22.5° (sheltered areas)  

Batten coverage: 4m per m2

Recommended batten size:
25 x 38mm rafter centres 450mm
25 x 50mm rafter centres 600mm

Nail size: 50 x 2.65mm Alloy

30 years durability guarantee
BS EN 1304 (1998)

NBS +

Technical data

ENQUIRIES:
Telephone: 0161 928 4572 • Facsimile: 0161 929 8513

E-mail: enquiries.rooftiles@imerys.com

Website: www.imerys-rooftiles.com
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